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DESIGNED FOR HARSH ENVIRONMENTS
SCADA AND TELEMETRY READY
. GUARANTEED BATTERY LIFE

0.72"(18.3 MM) DIAMETER

CALL 1-800-446-7488 * 1-970-498-1500 * EXPERIENCE THE AQUA TROLL AT WWW.IN-SITU.COM



Introducing the NEW Aqua TROLL® 200 water quality instrument from In-Situ.

The Aqua TROLL® 200, the first of our new product line dedicated to water quality monitoring, measures and logs

conductivity, level/pressure and temperature, featuring:

EXTENDED DEPLOYMENT : designed to combat fouling and conserve power — runs on external 8-36 VDC or

internal batteries that are guaranteed for 5 years when reading every 15 minutes

RUGGED RELIABILITY: housed in a completely sealed, durable titanium housing that safeguards against

corrosion even in the harshest conditions

EASE OF USE: simple installation and operation using In-Situ’s Twist-Lock cable connections and industry-leading

Win-Situ® software

FLEXIBLE COMMUNICATIONS: SCADA and Telemetry Ready - built-in Modbus/RS485, SDI-12,and 4-20 mA

output communications

UNPARALLELED ACCURACY : calibrated and validated with NIST® traceable standards, plus real time level
compensation based on water density, so you can be confident it meets our published specifications

EXPERT SERVICE: free 24-7 technical support

Aqua TROLL" 200

Win-Situ® Software

Connect to the Aqua TROLL® 200 and view data in
a format you like faster and easier than ever before!

We've completely redesigned our leading Win-Situ®
software with you in mind.

Win-Situ® features a streamlined graphical interface
with pictures and diagrams to guide setup. Data is
stored by your sites and can be viewed or instantly
exported to MS Excel®. Every screen has an easy-
to-read graphical ‘dashboard’ with indicators. Plus
friendly Wizards guide every step.

Minimum C 400MHz Pentium® I, 128 MB

System Requil

RAM, 100 MB free disk space, Internet Explorer® 6.01 or higher, Windows® 2000
Professional SP2 or better, or Windows® XP Professional SP1 or better.
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The Aqua TROLL 200 comes with a one-year warranty. Standard Twist-
Lock cables include a one-year warranty. Rugged Twist-Lock cables carry
a two-year warranty. Extended warranties available: call or visit in-situ.com
for information on our Assurance Plus service and warranty program.

General
Length
Diameter
Weight
Housing material
Nose cone material
Output options
Fastest polling rate
Modbus
SDI-12
4-20 mA
Pressure range of operation
Operating temperature range
Storage temperature

Internal battery
Guaranteed battery life
External power

Logging

Memory

Log types

Fastest reading rate*
Linear
Linear Average, Event

Fastest logging rate
Linear
Linear Average
Event

Maximum number of logs

Temperature
Material

Range

Unit of measure
Accuracy
Resolution

12.4in (31.5cm)

0.72in (18.3 mm)

1.01b (0.5 kg)

Titanium

Black Delrin®

Modbus RS485, SDI-12, 4-20mA

1 per second

1 per second

1 per second

5 psi to 500 psi (0 - 1153 t)

-20°t0 65°C (-4° to 149°F)

-40° to 65°C (-40° to 149°F)

3.6V lithium
5 years or 200,000 readings*
8-36 VDC

4MB, 380,000 data points**
Linear, Linear Average**, Event***

1 per minute
1 per second

1 per minute
1 per 2 seconds
1 per second

Titanium

-20° to 65°C (-4° to 149°F)
Celsius or Fahrenheit
+-0.1°C

0.01°C

* 1 reading = time and date plus all available parameters polled or logged from device
**1 data point = time and date plus one parameter logged
*** External power or battery pack recommended when using Linear Average or Event Testing
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SPECIFICATIONS
Conductivity
Sensor type Balanced 4-electrode cell
Material PVC, titanium
Range 5 pS/em to 100,000 pS/cm
Accuracy Below 80,000 pS/cm +/- 0.5% of
reading plus 1 pS/cm
Above 80,000 pS/cm +/- 1.0%
of reading
Resolution 0.1 pS/em
Parameters supported* Units Range
Actual conductivity uS,mS  5pS- 100,000 pSicm
Specific conductivity** pS,mS  5pS - 100,000 pS/cm
Salinity*** PSU 0-42PsU
Total dissolved solids ppm, ppt  0- 82 ppt
Resistivity Ohms-cm 10 - 200,000 Ohms-cm
. Donsty(waiorsaloity)  __ ignienst 0 g8eddbamon
Pressure/Level***
Sensor type Silicon strain gauge
Material Titanium
Range, non-vented 30, 100, 300, 500psia
358, 197.3, 6587, 1120ft.
109, 60.1, 200.7, 341.3m
Range, vented 5, 15, 30, 100, 300, 500 psig
115, 35, 69, 231, 692, 1153ft.
35 11, 21, 70, 210, 351m
Unit of measure PSI, KPa, mm, cm, m, in,, ft.,
Bar, mBar, mmHg
Accuracy****
@15°C +/-0.05% Full Scale (FS)
0°t0 50°C +-0.1%FS
-20°to-1°and 51°t0 80°C  +/- 0.25% FS
Resolution +/-0.005% FS or better
Max. Pressure 2Xrange
Burst Pressure 3X range

*Parameters derived from temperature at 25°C and actual conductivity range of 5 pS/cm to
100,000 pS/cm with a +/- 0.5% plus 1 pS/cm accuracy

** Derived from Standard Methods 25108

*** Defined by the Practical Salinity Scale 1978 Standard Methods 25208

**** Real time level compensation based on water density

""" Accuracy with 4-20 mA output option: +/- 0.25% FS

Southern Alberta
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Eastern Canada
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